
USE AND CARE GUIDE
COLD WEATHER

For Insect and Solar Screens
Lower the system before temperatures drop below 50 degrees
Your motorized screen is designed for year-round use in the fully deployed position. However, 
when temperatures are below 45 degrees, we recommend lowering the system before 
temperatures drop below 50 degrees to maintain panel stability.

Handling winds in temperatures below 32°F
If wind speeds go over 20 mph, consider retracting the screens to avoid potential damage. 

Mesh contraction
When temperatures fall below 40°F, the screens may contract slightly and might require some 
assistance to open fully. This can be achieved by gently pressing the weight bar downward.  
If the cold makes the mesh feel a bit tight, carefully press the center of the material after 
deployment to stretch the screen.

Tips for narrow or tall screens
If your screens are narrower than 8 feet or taller than 12 feet, they may feel colder,  
so monitor them more closely.

Dealing with ice and freezing conditions
During sleet, hail, or rain followed by freezing conditions, the weight bar 
felt might freeze to the ground. Other components, like the felt, may 
freeze as well (zipper/keder and tracks chases). Wait until it thaws 
before attempting to raise the screen to prevent damage.

A quick note on damage and warranty
The manufacturer’s warranty does NOT cover 
problems caused by freezing temperatures, 
including ripping, tearing, or damage from flying 
debris or strong winds. For additional policies 
and limitations, reach out to your dealer.



USE AND CARE GUIDE
COLD WEATHER

For Vinyl Systems
Limit operations in temperatures below 45°F
Your motorized screen is designed for year-round use in the fully deployed position.  
However, when temperatures are below 45 degrees, we recommend lowering the system  
before temperatures drop below 50 degrees to maintain panel stability and prevent vinyl  
from contracting or cracking.

Management during cold weather
If the vinyl systems are already in place and temperatures drop below 45°F, keep them down 
unless severe weather or winds over 20 to 25 mph are forecasted. It is advisable to retract  
the systems before a storm and redeploy them afterward.

Do not deploy the vinyl window system during freezing rain or windy weather.

Tips for narrow or tall screens
Screens that are less than 8 feet wide or more than 12 feet may be more susceptible to 
cold temperatures and, therefore, may require manual assistance to deploy.

Dealing with ice and freezing conditions
During sleet, hail, or rain followed by freezing conditions, the weight bar felt 
might freeze to the ground. Wait until it thaws before attempting to raise 
the screen to prevent damage.

Warranty and temperature constraints
The manufacturer’s warranty does NOT cover issues such 
as vinyl screen shrinkage, clear-on-clear weld failure, 
decolorization, scratches, damage caused by cold 
temperatures, or physical damage. For more policies 
and limitations, contact your dealer.


